GRASS AND SLOPE COVER SPECIFICATIONS

1. All disturbed areas, including slopes and the detention basin, shall be graded and
stabilized by planting or other method as shown or specified on the plans.

2. A minimum of 6” of loam shall be applied to all surfaces to be seeded. Loam shall be
uniformly applied, shaped and smoothed.

3. Loam acidity shall be checked and adjusted to a pH of 6.5, apply lime at a minimum rate of
50 Ibs per 1,000 square feet, if necessary. (If permitted by the Orders of Conditions only).

4. Organic—slow release fertilizer of a type 5—2—2 applied at a rate of 50 Ibs per 500 square
feet. (If permitted by the Orders of Conditions only).

5. Rake a seed bed using a york rake or hand raking to a minimum depth of 3" thoroughly
incorporating lime and fertilizer.

6. Seeding may be performed by hand, mechanical or tractor mounted spreader.
Hydroseeding is recommended.

7. Seeding before April 15 or after November 1, shall be reapplied between these dates if a
minimum germination of 90%, determined by surface area coverage, has not occurred or if
the surface area has eroded or become un—stabilized.

8. SEEDING:
A. HAND SEEDING:

1. Seed shall be applied by hand or broadcast spreader to provide a uniform
distribution of seed.

2. Seed shall be lightly raked into a depth of 1/2"—1", with all raking to be perpendicular
to the slope.

3. Seed is to be rolled with a water ballast roller to insure contact of seed with soil, do
not compact soil.

4. Area shall be mulched using seed—free straw to adequately cover the area to a
depth of 1/2"-1", insuring a uniform cover of 75% of the surface area.

5. Mulch shall be secured by means of secured landscape fabric, erosion control
netting (3/4” — 1” mesh), or other biodegradable material which will insure adequate
cover until the surface has grown to 90% germination, or according to the
manufacturer’s instructions.

B. HYDROSEEDING:

1. Hydroseeding is encouraged for all areas, especially for large areas and steep
slopes.

2. Hydroseeding shall be performed in a single uniform layer.

3. A track equipped machine shall travel perpendicular to any slope to provide shallow
compacted surface depressions for hydroseeding to catch. Such tracks shall be a
minimum of three (3') feet on center for the total length of the slope.

4. Application rates on slopes greater than 3:1 (horizontal to vertical) or greater shall
have a minimum seeding rate of 4lbs/1000sf.

5. A latex or fiber tackifier shall be used on all areas at the rate recommended by the
manufacturer and on all slopes identified above (No. 4), a minimum rate of 50Ibs of
tackifier per 500gals of water shall be used.

6. Fertilizer and lime may be incorporated into the hydroseed mixture in the quantities
and type identified previously. (If permitted by the Orders of Conditions only).

9. SEED MIXTURE

A. All seed shall be of the previous year’s crop and shall have a quantified mixture
analysis attached. No more than 10% of total mixture shall consist of weed seed
species.

B. SEED MIXTURE TYPE "A”: Seed mixtures for lawn areas shall consist of a
standard lawn mix containing a minimum of 80% perennial species, and shall conform
to the following standards:

Minimums (by total weight of mix):
40% Kentucky Bluegrass
20% Chewings Fescue
20% Perennial Ryegrass
20% Annual Rye or other annual species*

* No more than 20% of the total mix, by weight, shall consist of annual rye or other
annual species.

Apply at a rate of 4 Ibs per 1,000 square feet, or 170 Ibs. per acre.

C. SOD: See Specifications

D. SEED MIXTURE TYPE "C": Seed mixtures for sloped areas shall consist of a
standard Conservation Mix conforming to the recommendations of the U.S. Natural
Resources Services Guidelines (formerly the Soil Conservation Service, SCS) and

shall conform to the following standards:

Minimums (by total weight of mix):
20% Annual Rye
15% Red Top Fescue
10% White Clover
5% Ladino Clover
5% Crownvetch

No more than 40% of the total mix, by weight, shall consist of annual rye or other
annual species.
Apply at a rate of 4 Ibs per 1,000 square feet.

E. SEED MIXTURE TYPE "D”: Basin Mix

BASIN MIX SHALL BE AS MANUFACTURED BY NEW ENGLAND ENVIRONMENTAL,
AMHERST, MA, WET MIX.

MAXIMUM SIDE SLOPES
TO BE 3:1 (HOR: VERT.)

ALL TRIBUTARY SURFACES
TO BE STABILIZED WITH
LOAM & SEED PER SPEC'S

T

— 12" MAX DEPTH OF PONDING

!

RAIN GARDEN CROSS—SECTION

NOT TO SCALE

ALL TREES TO BE 3" DIA:
AT DBH, 12’ MIN. HT.

3-12" RUBBER HOSE

GUY WIRE & TURNBUCKLE

(TYP. FOR 3)
DO NOT TIGHTEN

ALLOW FOR 12" SWAY L

GUY STAKE

3 EACH/TREE

120" RADIAL SPACING
EXTEND 6’ ABOVE
FINISHED GRADE,

BURY 2’ MIN.

T

VARIES

!

THIN BRANCHES & FOLIAGE
(NOT ALL END TIPS) BY 1/3,
RETAINING NORMAL ‘PLANT SHAPE.
(LEADERS RETAINED)

MAINTAIN ORIGINAL SOIL LINE WHEN
FILLING (OR SLIGHTLY RAISED)

4” DEPTH BARK  MULCH

SAUCER CAPABLE OF HOLDING 4*
OF WATER

OPEN (OUT) BURLAP FROM TOP
OF ROOT BALL

BERM 4"

PLANTING SOIL : 1/2 LOAM;
1/4 SAND, 1/4 PEAT MOSS.

77
-

\ \g:\\;%
N

.
\
¥

SR

aal \

b
{

)
)

N

—

i \§\| EXISTING SUBGRADE———___ s/

N\
\

DECIDUOUS TREE PLANTING

Time

Width
| _VARIES_|Wi

Ball
W

SHRUB PLANTING

NOT TO SCALE

NOT TO SCALE

3'—6"

6;_On

12;_0;,

6;_On

[T~ SHADOW FENCE — SEE
FENCE DETAIL FOR FENCE
CONSTRUCTION DETAILS.
,o_/m.. x 6" POST (typ.)

in

6" THICK REINFORCED
CONCRETE PAD

N
©
N
M

4

GENERATOR ENCLOSURE

SEE RAIN GARDEN CRITERIA FOR PLANT SPECIES

3" DEPTH COMPOSTED HARDWOOD MULCH
(AGED 6 —9 MONTHS), SUBMIT SAMPLE FOR APPROVAL

18" LIGHTLY COMPACTED

SOIL/PLANTING MEDIA

3" LAYER 3/8” PEA STONE

NOT TO SCALE

RAIN GARDEN CRITERIA:

1. RAIN GARDEN PLANTING PROPOSE IS BASED ON A VARIETY OF
SPECIES BEING AVAILABLE ON THE PLANTING DATE. THE SPECIES

LIST PROVIDED PRESENTS A VARIETY OF PLANTS THAT MAY BE
SUBSTITUTED FOR ONE ANOTHER BASED ON AVAILABILITY AND SEASON.

2. PERENNIAL PLANTS SHALL BE A TOTAL OF
30 PLANTS IN EASTERN RAIN GARDEN; 60 IN WESTERN
RAIN GARDEN; A MINIMUM OF
FOUR SPECIES MIXTURE AS LISTED BELOW:

BEE BALM (MONARDA DIDYMA)

SMOOTH ASTER (ASTER LAEVIS)

NEW ENGLAND ASTER (ASTER NOVAE—ANGLIAE)
SWAMP SUNFLOWER (HELENIUM AUTUMNALE)
MEADOW BLAZING STAR (LIATRIS LIGULISTYLIS)
BLUE LOBELIA (LOBELIA SIPHILIFICA)

YELLOW CONEFLOWER (RATIBIDA DINNATA)
BROWN—EYED SUSAN (RUDBEKIA SUBTOMENTOSA)
PURPLE CONEFLOWER (ECHINACEA PURPUREA)

3. SHRUBS: (MIN NUMBER PER SITE PLAN NOTES IN GROUPS OF THREE EACH).
RED—TWIGGED DOGWOOD (CORNUS SERICEA)
WINTERBERRY (ILEX VERTICILATA)

BLACK CHOKEBERRY (ARONBIA MELANOCARPA)
EASTERN NINEBARK (PHYSOCARPUS OPULIFOLIUS)
RED ELDERBERRY (SAMBUCUS PUBENS)
NANNYBERRY (VIBURNUM LENTAGO)

HIGHBUSH BLUEBERRY (VACCINIUM CORYMBOSUM)
CRANBERRY BUSH (VIBURNUM TRILOBUM)

PUSSY WILLOW (SALIX CAPREA)

ARROW—WOOD VIBURNUM (VIBURNUM DENTATUM)
DWARF FOTHERGILLA (FOTHERGILLA GARENII)
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RAIN GARDEN SOIL MIXTURE SHALL BE MIXED IN A LOCATION THAT WILL NOT PERMIT THE ADDITION OF
UNSPECIFIED OR FOREIGN MATERIALS INTO THE MIXTURE. MIXING SHALL ACHIEVE A UNIFORM DISTRIBUTION

OF THE SPECIFIED MATERIALS, PRIOR TO ITS PLACEMENT.

RAIN GARDEN PLANTING SOIL MIXTURE SHALL CONSIST OF THE FOLLOWING MATERIALS MEASURED BY

3. COARSE SAND: FIFTY PERCENT (50%) OF THE TOTAL VOLUME OF THE MIXTURE SHALL
CONSIST OF CLEAN SAND OFA UMIFORM TEXTURE, FROM NATURAL SOURCES, FREE FROM

DELETERIOUS MATTER, LOAM AND CLAY, MEETING THE FOLLOWING GRADATION:
PERCENT FASSING

U.S. SIEVE SIZE AND #

VOLUME:
7. ORGANICS:; TWENTY PERCENT (20%) OF THE TOTAL VOLUME OF THE MIXTURE SHALL CONSIST OF mﬂm INCH:
ORGANIC MATERIALS WHICH SHALL CONSIST OF A COMBINATION OF WOODCHIPS/ MULCH AND COMPOST. 5
2. LOAM: THIRTY PERCENT (30%) OF THE TOTAL VOLUME OF THE MIXTURE SHALL CONSIST OF NATURAL “ww
LOAM. 750
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